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CASTING METHODS & SPECIALTY FOOTWEAR 

CHAPTER 11 

PLASTER CASTING 



Book 3 of 4 CASTING METHODS & SPECIALTY FOOTWEAR  

  

  

  

  

  

 

MURRAY SPACE SHOE name and design is a registered trademark. 

 

н 

> dlla ^oqfp^k ^it^vp l_pbosbp bsbovlkb©p d^fq ^ka mlpqrob 

The artisan studies life! 

Study anatomy (static and dynamic), study life sciences, observe, observe and observe! 

Watch your subjects. 

Look at how they stand, walk and sit, with and without footwear before you cast! 

1 The right heel contacts the walking surface. The    

calcaneus or heel bone is offset to the lateral side at the back. 

This is good design and it is normal. We are bipeds. 

2 Qeb q^filo©p glfkq j^v `lkq^`q cfopq+ Qeb jbq^q^op^i ^o`e

quickly allows the weight to move through the ball toward the 

big toe joint. What you see here is the balance of weight  

being shared by the ball and heel. 

3 The weight bearing moves to the ball and toe areas. 4 The heel lifts off the walking surface. The ball and 

toes are a marvelous balancing system. Along with the leg 

muscles, they are a wonderful propulsion system. 
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5 The left heel contacts the walking surface. The foot tilt 

to lateral is exaggerated slightly in this picture. The weight  and 

_^i^k`b rpr^iiv dl ql qeb i^qbo^i lo q^filo©p glfkq cfopq+ 

6 The weight bearing is distributed across the         

metatarsal arch toward the big toe joint. This is where tight 

shoes cause a lot of internal distortion and can eventually    

create major foot and gait problems. 

7  As the heel lifts off the walking surface, the weight  

bearing is moved to the ball and toes. 

8 Notice the difference between flat weight bearing 

and dynamic movement portrayed in picture 9. The shoe must 

have enough length to accommodate the elongation of the foot 

and the flexing materials which do not elongate. 

9 The measurement of circumference of two different 

size circles is not the same. The foot is the smaller circle. The 

footwear sole is the larger circle. Therefore, proper inside toe 

room is necessary because the foot is supposed to flex. 

10  The tools and parts of the casting platform on which 

qeb cllq obpqp fk qeb mi^pqbo `^pqfkd jbqela+ Qeb .,1« cbiq fp

mi^`ba fk _lqqlj lc m^k+ Qeb 0«U0«U2,5« ebbi _il`h fp mi^`ba

on top of the felt so as to be under the heel bone. Moist sand, 

which is not shown, is shaped with the wooden sand shaping 

tool. See page 5 to view the completed pans of sand. 
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Mr. Murray originally used plaster to cast the feet. Plaster has advantages. It also has some problems. It is a 

mined resource and it is not pure until is goes though manufacturing processes that give it the qualities         

desired by the different trades that use the plaster. The main uses are for the building and industrial trades. It is 

not formulated to be used as a body casting material, although it has been used for that purpose for centuries. 

Qla^v©p mi^pqbop `^k pbq e^oabo ^ka elqqbo qe^k qelpb molar`ba _bclob qeb j^krc^`qrofkd qb`ekfnrbp _b`^jb

so highly refined as they are today. 

Therefore, take heed of this warning! Plaster can cause extreme discomfort and burn your customers, friends 

^ka obi^qfsbp+ F alk©q ob`ljjbka rpfkd qefp mi^pqbo mol`bpp tfqelrq ib^okfkd colj pljblkb tfqe _lav

plastering experience. Just because I think it is important to know about and understand this original process, 

fq albpk©q jb^k F ^asl`^qb vlro rpfkd qefp jbqela tfqelrq molmbo drfa^k`b+ Fk c^`q* F ob`ljjbka vlr mi^v*

experiment and use the wrap casting method portrayed and described in the next chapter. 

 

Yes, this method of plaster casting is very good when used by a skilled casting technician! If you study this method, you 

will learn some important concepts about how to correctly capture the measurements of the feet, ankles and lower legs in 

order to make good reproductions regardless of the materials used. 

If the reproductions are good, the footwear to be produced has a good chance of being successful. If the reproductions 

are poor, the artisan and/or craftsperson is going to have a very a hard time trying to produce a mediocre product. My 

purpose in these books is to teach you how to make the highest quality footwear products you are capable of producing. 

As a caster, you need to take time to observe and think about everything during the casting process. Your concentration 

and attention to the details of good casting techniques will make the fabrication a lot easier. Good casts will allow you to 

produce better footwear. You must be observant!  

Body alignment and posture are critical to proper casting! Be nice to people and tell them how you want them to         

cooperate with your positioning of them. Listen to them. Let them tell you their idiosyncrasies. Listen before you make    

judgements. You are not going to correct or cure anything. You are going to work with the good aspects of the person 

you will be casting, and for whom you will be ultimately making footwear. 

Qeblobqf`^iiv* qeb glfkqp lc bsbov mboplk©p _lav pelria _b fk ^ifdkjbkq+ Tebk pfqqfkd fk qeb `e^fo* qeb cbbq pelria mlfkq

straight forward toward the caster. This will give the highest natural semi-weight bearing arch. The feet should be 4-6-5«

apart and even at the back of heels and the front of the toes. The ankles should be vertical over the feet, without pronation 

lo prmfk^qflk+ Qeb hkbb glfkqp pelria _b sboqf`^i lsbo qeb ^khibp+ Qeb hkbbp pelria _b pqo^mmba pl qeb alk©q tl__ib+ Qeb

hips to knees to ankles angle should be 80-6-Â* pl qeb ^khibp ^ob pifdeiv _^`h lc qeb hkbb glfkq+ Qeb rmmbo mlpqrob pelria

be vertical without leaning forward or backward. The shoulders should be square and the head should be facing forward 

and level not down. 

Good total body alignment is nescessary for the making of good footwear. The future wearer has the responsibility of  

being able to present good total body alignment for casting with a few helpful hints from the observing casting technician.  

The caster should explain in simple and concise language what body parts should be better aligned and/or repositioned. 

 If good total body alignment is not possible, the caster, who is hopefully the footwear maker, must take note of the 

deviations in order to make compensations and/or adjustments to anything in the processes which may be benefical to the 

wearer. The caster and/or footwear makers purpose is only to make the best footwear possible. No attempt or intention 

pelria _b j^ab ql `loob`q lo `rob ^kvlkb©p mevpf`^i `lkafqflk rkibpp qeb `^pqbo ^ka j^hbo ^ob ^ jbaf`^i molsfabo+ 
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0 Look at the overall posture of the customer. 1 Compare these different customers. No two people 

are exactly alike. We may develop a standard protocol, but 

tb `^k©q qob^q bsbovlkb ^ifhb+ ?b obpmb`qcri ^ka ib^ok ql tloh

with each person as a unique individual. 

2 If you are going to use the plaster casting method, 

you better NOT FORGET to shave the hair off the feet, ankles 

and lower legs before you apply plaster. NO EXCEPTIONS! 

EVER!! Remember this warning. ALWAYS! 

3 Each foot is carefully positioned onto a pan of moist 

sand. 



Book 3 of 4 CASTING METHODS & SPECIALTY FOOTWEAR  

  

  

  

  

  

 

MURRAY SPACE SHOE name and design is a registered trademark. 

 

с 

4 The feet have been positioned onto the foot pans. 

The feet, ankles and legs have been aligned. The straps are 

being used to aid the customer in maintaining the proper   

alignment position. 

5 Please refer to page 17 which is a copy of Mr. Alan 

B+ Jroo^v©p afob`qflkp clo molmbo mlpfqflk ^ka ^ifdkjbkq lc qeb

mboplk ql _b `^pqba+ Pljb mblmib alk©q e^sb dlla crk`qflkfkd

body mechanics. Get as close to normal as possible. 

6 Sand is sprinkled over toes and around base of feet. 7 > m^fkqbo©p _orpe fp rpba ql jlsb qeb p^ka tebob fq fp

desired and shape it as the artisan works the magic. The brush 

is also the clean up broom. 

8 Ditto. 9 Drops of water are used to settle the sand between 

the toes. 
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10 A spoon is used to make an undercut area around the 

bottom of the foot. Then the spoon is used to move excess sand 

away so the plaster can flow easily under the edge of the foot. 

11  Ditto. This is a very important step. Nice and neat 

work here will produce good results. 

12  Ditto. It is essential to make the undercut area as per-

fect as possible. And, keep telling the person being casted  to 

stay very still during this process. 

13  Ditto. This is going to be the all important seam area 

between two different pours of plaster. The quality of this seam 

is going to be very important! The artisan of fine sculpture 

needs the seams to be good. The same applies to this casting. 

14  Approximately 7 cups of loose and dry plaster is 

fluffed and placed into a pan. Then 1 1/2 quarts of COLD 

WATER is added. The COLD WATER helps to moderate the 

rise in temperature as the plaster hardens. PLASTER GETS HOT. 

15  After about 5 minutes when the plaster has stopped 

bubbling, 1 table spoon of salt is added and everything is 

stirred together until a nice creamy consistency is achieved. 
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16 The left hand is comforting the toes and front of foot 

^p qeb `^pqbo t^okp qeb `rpqljbo ªQeb mi^pqbo fp @LIA+ Mib^pb

alk©q grjm lo jlsb vlro cllq«+ Qebk qeb mi^pqbo fp mi^`ba lk

the medial side of the ankle so it slides under the arch. 

17  The plaster is placed around the back and lateral side 

of foot. 

18  The plaster is placed on the front of the foot. 19  More plaster is added. 

20  > `lii^o fp j^ab ^olrka qlm lc ^khib tfqe ^ ª_irkq«

_rqqbo hkfcb+ Qeb ª_irkq« _rqqbo hkfcb dlbp qeor qeb pqfii tbq mi^pqbo

which is just beginning to firm. The caster applies just enough 

mobpprob lk qeb ª_irkq« _rqqbo hkfcb ql dl qeolrde qeb mi^pqbo+ 

21 Qeb ª_irkq« _rqqbo hkfcb _^obiv qlr`ebp qeb phfk lc qeb

foot and goes all the way to the front of the pan separating the 

plaster. Not shown are two light side swipes made across the 

front to just tack the two halves of the plaster together. 



 CHAPTER 11 Plaster Casting 

  

  

  

  

  

  

ф 

@lmvofdeq » /-.2 _v Co^khifk Bpmofbii^- all reproductions are unauthorized. See page viii for personal use 

22 Qeb ª_irkq« _rqqbo hkfcb fp rpba ^d^fk ^q qeb _^`h colj

the top to the bottom to separate the plaster into two halves. 

Not shown is one light side swipe made across the center of 

the back to just tack the two plaster halves together. 

23  At each corner of the pan a slice of plaster is       

removed. 

24  Both corners have been removed. 25  Qeb ª_irkq« _rqqbo hkfcb fp pifa lk fqp pfab grpq rkabo qeb

still soft but firming plaster and pushed upwards to make a 

tunnel for later separation of plaster pieces. 

26  The plaster at front of pan has been cut off and the 

ª_irkq« _rqqbo hkfcb fp j^hfkd ^klqebo qrkkbi+ 

27 The same procedure of picture 25 and 26 is            

followed for the back of the cast. 
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28 The right foot is being plastered just the same as was 

done for the left foot. 

29  Ditto. 

30  Ditto. 31  Ditto. 

32  Ditto. 33  Ditto. 
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34 Ditto. 35  Ditto. 

36  Ditto. 37  Approximately 5 cups of loose and dry plaster is 

fluffed and placed into a pan. Then 1 quart of COLD WATER 

is added. 

38  After about 5 minutes when the plaster has stopped 

bubbling, about 3/4 of a tablespoon of salt is added just   

before the stirring begins. 

39  After stirring to a uniform consistency, the plaster is 

placed into a clean pan. 
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40 The bottom pan of plaster is stirred with the butter 

knife until it is just about ready to start firming. As shown in the 

picture, the plaster maintains a slight slump as the butter knife is 

pulled through the plaster. 

41  The bottom pan of plaster is leveled by a slight     

shaking or lightly dropping one end of the pan  on the table 

after raising the pan about 1/4 inch upward. 

42  Qeb `^pqbo qbiip qeb `rpqljbo ªalk©q jlsb vlro cllq*

_rq ebim jb _v ifcqfkd vlro cllq rm ^ka eliafkd fq rm«+ Qefp fp

where the perfect undercut becomes so important! If the foot             

drops down below the undercut the casting is no good!!! 

43  Qbii qeb `rpqljbo ªhbbm eliafkd qeb cllq rm ^ka ibq jb

mi^`b vlro cllq fkql qeb _lqqlj m^k lc mi^pqbo«+ Qefp jbqela lc

plaster casting requires the customer to really cooperate. Some 

mblmib grpq alk©q e^sb qeb ^_fifqv pl dbqqfkd dlla `^pqp fp e^oa+ 

44 The caster presses the top plaster into the bottom 

mi^pqbo ^ka qbiip qeb `rpqljbo ql ªhbbm eliafkd vlro cllq rm clo

^q ib^pq qeb kbuq `lrmib lc jfkrqbp lo pl«+ 

45 The excess plaster which squished out from under the 

top plaster, has been removed and cleaned away. 


